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The radius measuring stand is a precision device of simple and quick use, suitable to measure the radius of profiled cutterheads.
Before mounting the tools in a machine it is absolutely important to know the correct dimensions of the cutter and set them in order to
start the production without any additional concerns.
The Preset P322 was designed and developed in collaboration with technicians who work daily with these type of tools, having troubles
with setting operations. The result is an optimization of the production and a good saving of time.
The Preset P322 is the best accessory beside a moulding or a CNC machine.

Caliper for measuring the diameter of router bits with three cutting edges (our items T143/T144, T153/T154 and any cutter Z=3)

PRE SET P322

Item ∆ Arbor Height R max
PRE-SET P322/30 30 230 120
PRE-SET P322/35 35 230 120
PRE-SET P322/40 40 230 120

PRE-SET P322/32 1” 1/4” 230 120
PRE-SET P322/38 1” 1/2” 230 120
PRE-SET P322/46 1” 13/16” 230 120

Main features
Arbor height: 230 mm
R max (cutterhead radius): 120 mm 

Digital readout: 
Resolution: 0,01 mm

Readout in mm/inches 
Battery-power (SR44)

Operating temperature range: 0/+40°
Storage temperature range: -10/+60°

Umidity: ≤ 80%

THREE POINT DIGITAL CALIPER FOR CUTTERS Z=3
ART.    C.DIGIT.Z3

- Measuring range: 4 mm ÷ 40,00 mm / 0,16” ÷ 1,73”
- Resolution: 0,01 mm/0,0005”
- Accuracy: ± 0,05 mm/± 0,002”
- Repeatability: 0,01 mm/0,0005”
- Maximum measurement speed: 1,5 m/s - 60 in/s

- Operating temperature: 0°C÷40°C
- Storage temperature: -10°C÷60°C
- Power: 1,5V SR44 (silver oxide cell) - 1 battery
- Battery life: 1 year continuous usage/ 

3 years under normal operation

Item                                                 Measuring range
C.DIGIT.Z3                                      4÷40 mm
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Item                                   Description
PRE-SET BL.ISO 30         for tool holders  ISO 30
PRE-SET BL.ISO 40         for tool holders  ISO 40
PRE-SET BL.ISO 50         for tool holders  ISO 50
PRE-SET BL.HSK 63F      for tool holders  HSK 63F/D/B
PRE-SET BL.HSK 63A     for tool holders  HSK 63A/C/E
PRE-SET BL.HSK 80A     for tool holders  HSK 80
PRE-SET BL.30x130        with arbor  L=130, for tools with bore d= 30
PRE-SET BL.30x300        with arbor  L=300, for tools with bore d= 30
PRE-SET BL.35x130        with arbor  L=130, for tools with bore d= 35
PRE-SET BL.35x300        with arbor  L=300, for tools with bore d= 35
PRE-SET BL.40x130        with arbor  L=130, for tools with bore d= 40
PRE-SET BL.40x300        with arbor  L=300, for tools with bore d= 40
PRE-SET BL.50x130        with arbor  L=130, for tools with bore d= 50
PRE-SET BL.50x300        with arbor  L=300, for tools with bore d= 50
PRE-SET BL.HS.HSK63  Cone holder for mechanical locking

SPARE CONE-HOLDERS

CRATE

The m. conti has been producing presetters for over 30 years. This experience has allowed to understand the importance of ease of use and ergono-
mics. In m. conti these important factors are held in great importance when designing presetters. Everything is within reach and easy to handle.
Designed and developed in the field of  tooling manufacture, the preset PERFORMANCE are also essential in sharpening centers and production
units of furniture or windows, for checking the condition of the tools and their settings before being mounted in the machine.

PRE SET PERFORMANCE

Model
44
45
46
65
66
68

Dimensions
A 1167-P 600-H 1757 mm
A 1167-P 600-H 1857 mm
A 1167-P 600-H 1957 mm
A 1267-P 600-H 1857 mm
A 1267-P 600-H 1957 mm
A 1267-P 600-H 1957 mm

Weight
t260 kg
265 kg
270 kg
295 kg
300 kg
310 kg

Power

230 V
(optional 110V)

Item Measuring range
PRE-SET PERFORMANCE 44 NEW H 400 mm - ∆ 400 mm
PRE-SET PERFORMANCE 45 NEW H 500 mm - ∆ 400 mm
PRE-SET PERFORMANCE 46 NEW H 600 mm - ∆ 400 mm
PRE-SET PERFORMANCE 65 NEW H 500 mm - ∆ 600 mm
PRE-SET PERFORMANCE 66 NEW H 600 mm - ∆ 600 mm
PRE-SET PERFORMANCE 68 NEW H 800 mm - ∆ 600 mm

AXIS Z: Oversize, heavy duty, steel column.
Thermically stabilized. SP class precision linear
guide and preloaded with recirculating bearings.
Linearity of movement is guaranteed by 1 guide
with four-row linear recirculating ball bearing
with preloaded slides. It is equipped with glass
optical scale with micrometric resolution (0,001)
and supplied with their inspection certificate.

I - TECH SOFTWARE C.V.S. - FULL
(Conti Vision System)
Software is the interface between the
presetter and the user. The software is
based on a high performance PC with
last generation Windows® operating
system.

Monitor full 
HD 24” 

AXIS X: Stabilized steel plate,
ground to a ±2  planarity. Guides
are directly fixed to the steel
base of the presetter to guaran-
tee constant geometry align-
ment. Linearity of movement is
guaranteed by 2 parallel guides
with four-row linear recircula-
ting ball bearing with preloaded
slides. Guides are directly fixed
to the steel base of the preset-
ter to guarantee constant geo-
metry alignment. It is equipped
with glass optical scale with
micrometric resolution (0,001)
and supplied with their inspec-
tion certificate.

Model
44
45
46
65
66
68

Dimensions
A 1420-P 880-H 2000 mm
A 1420-P 880-H 2100 mm
A 1420-P 880-H 2200 mm
A 1520-P 880-H 2100 mm
A 1520-P 880-H 2200 mm
A 1520-P 880-H 2200 mm

Weight
350 kg
355 kg
365 kg
390 kg
395 kg
405 kg

Interchangeable tool sleeves are made in
tempered steel with high precision (internal
cone run-out ±2μ). Calibration spheres inte-
grated in the tool sleeve for fast and precise
zero setting.
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CONNECTIVITY
LAN connection to transfer data through a company network directly to machine tools.
Connection to other tool data transmission systems such as BALLUFF® is also possible as well as Teleservice diagnostics.

Salvataggio  dat i
su  supporto  removib i le

BALLUFF ® SENSOR
HARDWARE

Trasmiss ioni  dat i  post  processor LAN
Rete Az iendale

Stampante
et ichet te  Dymo

Remote
te leserv ice

The PERFORMANCE range is
equipped, as a standard, with
Interlock System. The system is
flexible and can be used with
the vast majority of standard
pull studs. Tool sleeve rotation
brake is also a standard feature.

ALL DATA IN ONE VIEW
Simple, multi-language and intuitive the CONTI VISION SYSTEM software is easy for
everyone. All functions are visualized, with easy to understand icons. It is possible to
create up to 200 machine origins and memorize 200 tools for each machine. The tool
measuring interface works like a real CAD and any tool measure can be acquired. The
new DXF function allows the user to compare tool profiles against imported files or to
scan and acquire a tool geometry. The new GHOST function permits to measure the
maximum diameter and profile simply rotating the tool. Real view tool inspection mode
clear, 40x enlargement, view of tool surface. 

Control panel Screen shot

Image of selected
machine

Z value (height)

Viewing field

Tool profile

Measurement mode
selection

Tool geometry data

Real View

X value (radius)

Alignment
arrows

Origin 
selection

Measurement
tools icone

Geometric
tools icons

Pneumatic axis movement
allows fast and precise positio-
ning of the camera thanks to a
button on the ergonomic hand-
le.

Two manual wheels allows
micrometric movement of both
Z and X axis for best precision
and accuracy.

High Performance dust guards
maintain the presetter guides
and sliders in perfect shape at
all times. The presetter can
work in difficult conditions.

LED ring cold light for the fron-
tal illumination of tool surface.
Light intensity regulation is pos-
sible.

Camera is a high-resolution C-
MOS camera with telecentric
lenses. It offers a field of view
of 7x7 mm (0,27’’x0,27’’) in both
Profile View and Real View
mode and 40x enlargement.

A height adjustable support
tray holds the wireless mouse
and keyboard becoming an
efficient work station.

A label printer supplied in order
to print relevant tool data.

PRODUCT FEATURES

OPTIONAL

SOFTWARE - CONTI VISION SYSTEM

Item PRE-SET BL.HS.HSK63
Cone holder HSK63 for 
mechanical locking with
Interlock System.

Automatic BACK
UP system.

PC with last generation
Microsoft® operating system.
Data saved to SSD hard drive.

LAN connection to transfer data
through a company network
directly to machine tools.

Connection to other tool data
transmission systems such as
BALLUFF® is also possible as
well as Teleservice diagnostics.

A big service cabinet has been
created below the Preset. Easy
to access it is an easy way to
have equipment protected but
all within reach.

Item PRESET 105
22” touch screen
(To be included at the time of
order and replace the standard)

MOBILE AXIS MEASURING 
MODE

RADIUS MEASUREMENT DIAMETER COMPARISON DXF FUNCTION REAL VIEW TOOL 
INSPECTION MODE

LAN - Company 
Network Data backup on

external memory

Dymo label 
printer

Post processor data transmission
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Preset LEADER Plus are high precision instruments performing high technology operations. Their structure is guaranteed by best quality components
along with an interface very simple and intuitive to use. Designed and developed in the field of tooling manufacture, the preset LEADER Plus are also
essential in sharpening centers and production units of furniture or windows, for checking the condition of the tools and their settings before being
mounted in the machine. In recent years the family of the preset LEADER Plus has increased thanks to additional models with new combinations of
diameter and height, satisfying most of the needs of market operators. 

PRE SET LEADER PLUS

Leader
Plus

44
45

Dimensions

A 1080-P 626-H 950 mm
A 1080-P 626-H 1050 mm

Weight

136 kg
142 kg

Power

230 V
(optional 110V)

Item Measuring range
PRE-SET LEADER Plus 44 NEW H 400 mm - ∆ 400 mm
PRE-SET LEADER Plus 45 NEW H 500 mm - ∆ 400 mm

The structure is entirely made
in steel and ensures greater
strength and hardness as well
as extreme size accuracy and
straightness. It is normalized
for improved strength and
dimensional stability in time.

Interchangeable tool sleeves are made in
tempered steel with high precision (inter-
nal cone run-out ±2μ). Calibration sphe-
res integrated in the tool sleeve for fast
and precise zero setting.

Monitor full 
HD da 22” 

Linearity of movement is gua-
ranteed by 2 parallel linear
guides on the X Axis with four-
row linear recirculating ball
bearing with preloaded slides.
1 guide is used on the Z axis.
Guides are directly fixed to the
steel base of the presetter to
guarantee constant geometry
alignment. Both X and Z axis
are equipped with glass opti-
cal scales with a resolution
(0,001) and supplied with their
inspection certificate

Leader
Plus

44
45

Dimensions

A 1180-P 820-H 1210 mm
A 1180-P 820-H 1310 mm

Weight

182 kg
189 kg

CRATE

Item                                   Description
PRE-SET BL.ISO 30         for tool holders  ISO 30
PRE-SET BL.ISO 40         for tool holders  ISO 40
PRE-SET BL.ISO 50         for tool holders  ISO 50
PRE-SET BL.HSK 63F      for tool holders  HSK 63F/D/B
PRE-SET BL.HSK 63A     for tool holders  HSK 63A/C/E
PRE-SET BL.HSK 80A     for tool holders  HSK 80
PRE-SET BL.30x130        with arbor  L=130, for tools with bore d= 30
PRE-SET BL.30x300        with arbor  L=300, for tools with bore d= 30
PRE-SET BL.35x130        with arbor  L=130, for tools with bore d= 35
PRE-SET BL.35x300        with arbor  L=300, for tools with bore d= 35
PRE-SET BL.40x130        with arbor  L=130, for tools with bore d= 40
PRE-SET BL.40x300        with arbor  L=300, for tools with bore d= 40
PRE-SET BL.50x130        with arbor  L=130, for tools with bore d= 50
PRE-SET BL.50x300        with arbor  L=300, for tools with bore d= 50
PRE-SET BL.HS.HSK63  Cone holder for mechanical locking

SPARE CONE-HOLDERS
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Camera is a high-resolution C-
MOS camera with telecentric
lenses. It offers a field of view
of 7x7 mm (0,27’’x0,27’’) in both
Profile View and Real View
mode and 40x enlargement.

Pneumatic axis movement
allows fast and precise positio-
ning of the camera thanks to a
button on the ergonomic handle,
whereas two manual wheels
allow micrometric movement of
both Z and X axis for best preci-
sion and accuracy.

Cold light LED ring illuminator.
Light intensity regulation is
possible.

PRODUCT FEATURES

CONNECTIVITY
LAN tools connectivity to company network for tool data transmission using Post Processor. Possibility of TELESERVICE. 
Connection to other data transmission systems, such as BALLUFF® (optional) for example, is also possible.

A project must also consider the customer's need for safety and easy of use. 
This is why our presetter are equipped with removable transport handles which make any necessary movement easy and safe.

Item PRESET 099
Holding cart, 
dimensions 810x560xH720 cm

OPTIONAL

Item PRE-SET BL.HS.HSK63
Cone holder HSK63 for 
mechanical locking with
Interlock System.

Item PRESET 105
22” touch screen
(To be included at the time of
order and replace the standard).

Item PRESET 103
Laber printer Dymo 450

Item PRESET 101
Interlock System 
(no ISO 30)

Item PRESET 102
Interlock retaining pawls

Item PRESET 100
DXF Software
Allow to import/export create
and compare a DXF drawing. 

ALL DATA IN ONE VIEW
Simple, multi-language and intuitive the CONTI VISION SYSTEM software is easy for
everyone. All functions are visualized, with easy to understand icons. It is possible to crea-
te up to 200 machine origins and memorize 200 tools for each machine. The tool measuring
interface works like a real CAD and any tool measure can be acquired. The new DXF func-
tion (optional) allows the user to compare tool profiles against imported files or to scan
and acquire a tool geometry. The new GHOST function permits to measure the maximum
diameter and profile simply rotating the tool. Real view tool inspection mode clear, 40x
enlargement, view of tool surface. 

Control panel Screen shot

Image of selected
machine

Z value (height)

Viewing field

Tool profile

Measurement mode
selection

Tool geometry data

Real View

X value (radius)

Alignment
arrows

Origin 
selection

Measurement
tools icone

Geometric
tools icons

SOFTWARE - CONTI VISION SYSTEM

MOBILE AXIS MEASURING 
MODE

RADIUS MEASUREMENT DIAMETER COMPARISON DXF FUNCTION (optional) REAL VIEW TOOL 
INSPECTION MODE

Salvataggio  dat i
su  supporto  removib i le

BALLUFF ® SENSOR
HARDWARE

Trasmiss ioni  dat i  post  processor LAN
Rete Az iendale

Stampante
et ichet te  Dymo

Remote
te leserv ice

LAN - Company 
Network Data backup on

external memory

Dymo label 
printer

Post processor data transmission

(optional) 
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Fully equipped, sturdy and extremely easy to use. Enterting the world of camera presetting is easy with this user friendly presetter. Designed and
developed in the field of  tooling manufacture, the preset UNIKO are also essential in sharpening centers and production units of furniture or win-
dows, for checking the condition of the tools and their settings before being mounted in the machine. Powerful Post Processor to easily integrate in
any working condition.

PRE SET UNIKO

Item Measuring range
PRE-SET UNIKO 44 NEW H 400 mm - ∆ 400 mm
PRE-SET UNIKO 45 NEW H 500 mm - ∆ 400 mm

The structure is entirely made
in steel and ensures greater
strength and hardness as well
as extreme size accuracy and
straightness. It is normalized
for improved strength and
dimensional stability in time.

Interchangeable tool sleeves are made in
tempered steel with high precision (inter-
nal cone run-out ±2μ). Calibration sphe-
res integrated in the tool sleeve for fast
and precise zero setting.

Monitor full 
HD 19” 

Linearity of movement is gua-
ranteed by 2 parallel linear
guides on the X Axis with four-
row linear recirculating ball
bearing with preloaded slides.
1 guide is used on the Z axis.
Guides are directly fixed to the
steel base of the presetter to
guarantee constant geometry
alignment. Both X and Z axis
are equipped with glass opti-
cal scales with a resolution
(0,001) and supplied with their
inspection certificate

Item                                   Description
PRE-SET BL.ISO 30         for tool holders  ISO 30
PRE-SET BL.ISO 40         for tool holders  ISO 40
PRE-SET BL.ISO 50         for tool holders  ISO 50
PRE-SET BL.HSK 63F      for tool holders  HSK 63F/D/B
PRE-SET BL.HSK 63A     for tool holders  HSK 63A/C/E
PRE-SET BL.HSK 80A     for tool holders  HSK 80
PRE-SET BL.30x130        with arbor  L=130, for tools with bore d= 30
PRE-SET BL.30x300        with arbor  L=300, for tools with bore d= 30
PRE-SET BL.35x130        with arbor  L=130, for tools with bore d= 35
PRE-SET BL.35x300        with arbor  L=300, for tools with bore d= 35
PRE-SET BL.40x130        with arbor  L=130, for tools with bore d= 40
PRE-SET BL.40x300        with arbor  L=300, for tools with bore d= 40
PRE-SET BL.50x130        with arbor  L=130, for tools with bore d= 50
PRE-SET BL.50x300        with arbor  L=300, for tools with bore d= 50

SPARE CONE-HOLDERS

Uniko

44
45

Dimensions
A 1080-P 626-H 950 mm
A 1080-P 626-H 1050 mm

Weight

136 kg
142 kg

Power

230 V
(optional 110V)

Uniko

44
45

Dimensions

A 1180-P 820-H 1210 mm
A 1180-P 820-H 1310 mm

Weight

182 kg
189 kg

CRATE
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Camera is a high-resolution 
C-MOS camera with telecentric
lenses. It offers a field of view
of 5x5mm (0,20’’ x 0,20’’) in both
Profile View and Real View
mode and 40x enlargement.

Axis movement is manual and
allows fast and precise positio-
ning of the camera with two pos-
sibilities: fast movement and
micrometric movement.

Two manual wheels allows
micrometric movement of both
Z and X axis for best precision
and accuracy.

PRODUCT FEATURES

CONNECTIVITY
LAN connectivity to company network for tool data transmission using Post Processor.
Possibility of TELESERVICE.

A project must also consider the customer's need for safety and easy of use. 
This is why our presetter are equipped with removable transport handles which make any necessary movement easy and safe.

Salvataggio  dat i
su  supporto  removib i le

Trasmiss ioni  dat i  post  processor LAN
Rete Az iendale

Stampante
et ichet te  Dymo

Remote
te leserv ice

Item PRESET 099
Holding cart, 
dimensions 
810x560xH720 cm

OPTIONAL
Item PRESET 103
Laber printer 
Dymo 450

Item PRESET 104
Cold light LED ring 
illuminator. 
Light intensity 
regulation is 
possible.

Item PRESET 106
Tool Pack 
additional
software package

ALL DATA IN ONE VIEW
Simple, multi-language and intuitive the CONTI VISION SYSTEM software is easy for
everyone. All functions are visualized, with easy to understand icons. It is possible to
create up to 200 machine origins and memorize 200 tools for each machine. The tool mea-
suring interface works like a real CAD and any tool measure can be acquired. The new
GHOST function available with our Tool Pack (optional) permits to measure the maxi-
mum diameter and profile simply rotating the tool. Real view tool inspection mode clear,
40x enlargement, view of tool surface. 

SOFTWARE - CONTI VISION SYSTEM

MOBILE AXIS MEASURING 
MODE

RADIUS MEASUREMENT DIAMETER COMPARISON REAL VIEW TOOL 
INSPECTION MODE

Control panel Screen shot

Image of selected
machine

Z value (height)

Viewing field

Tool profile

Measurement mode
selection

Tool geometry data

Real View

X value (radius)

Alignment
arrows

Origin 
selection

Measurement
tools icone

Geometric
tools icons

LAN - Company 
Network

Post processor data transmission

Data backup on
external memory

Dymo label 
printer
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Fully equipped, sturdy and easy to use. The world of camera presetting is within reach with this user friendly presetter. Checking tool geometry is
easy and intuitive.

PRE SET PRIME

Prime

32/40

Dimensions

A 870-P 516-H 880 mm

Weight

90 kg

Power

230 V/110V)

Item Measuring range
PRE-SET PRIME 32/40 NEW H 400 mm - ∆ 320 mm

The structure is entirely made
in steel and ensures greater
strength and hardness as well
as extreme size accuracy and
straightness. It is normalized
for improved strength and
dimensional stability in time.

Interchangeable tool sleeves with reference notch
ISO-BT / HSK / CAPTO (no reference shafts required)

LCD Monitor 19”

Prime

32/40

Dimensions

A 1020-P 720-H 1080 mm

Weight

131 kg

CRATE

Item                                   Description
PRE-SET BL.ISO 30         for tool holders  ISO 30
PRE-SET BL.ISO 40         for tool holders  ISO 40
PRE-SET BL.ISO 50         for tool holders  ISO 50
PRE-SET BL.HSK 63F      for tool holders  HSK 63F/D/B
PRE-SET BL.HSK 63A     for tool holders  HSK 63A/C/E
PRE-SET BL.HSK 80A     for tool holders  HSK 80
PRE-SET BL.30x130        with arbor  L=130, for tools with bore d= 30
PRE-SET BL.30x300        with arbor  L=300, for tools with bore d= 30
PRE-SET BL.35x130        with arbor  L=130, for tools with bore d= 35
PRE-SET BL.35x300        with arbor  L=300, for tools with bore d= 35
PRE-SET BL.40x130        with arbor  L=130, for tools with bore d= 40
PRE-SET BL.40x300        with arbor  L=300, for tools with bore d= 40
PRE-SET BL.50x130        with arbor  L=130, for tools with bore d= 50
PRE-SET BL.50x300        with arbor  L=300, for tools with bore d= 50

SPARE CONE-HOLDERS
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Camera is a high-reso-
lution C-MOS camera
with telecentriclenses.
It offers a field of
view of 5x5mm (0,20’’
x 0,20’’) in both Profile
View and Real View
mode and 40x enlarge-
ment.

Perfect balance of
the support
column allows
smooth, effortless
movement. The
handle is comfor-
table and easy to
grip. Manual axis
movement.

LED lighting
system for
tool inspec-
tion.

PRODUCT FEATURES

CONNECTIVITY
The Connectivy Pack (optional) is a powerful software with tool list compiling capabilities. A library of over 50 Post Processor allow the creation of
CNC tool update files.

A project must also consider the customer's need for safety and easy of use. 
This is why our presetter are equipped with removable transport handles which make any necessary movement easy and safe.

Two big manual
wheels allows
micrometric
movement of
both Z and X
axis for best
precision and
accuracy.

OPTIONAL
Item PRESET 099.2
Holding cart, 
dimensions 
810x560xH920 cm

Item PRESET 103
Laber printer 
Dymo 450

ALL DATA IN ONE VIEW
Simple, multi-language and intuitive the CONTI VISION SYSTEM software is easy for
everyone. All functions are visualized, with easy to understand icons. Uploading a picture
of a machine tool, creating up to 50 machine origins and memorizing 100 tools for each
machine has never been so fast and easy. The tool measuring interface works like a real
CAD and any tool measure can be acquired. 

SOFTWARE - CONTI VISION SYSTEM

MOBILE AXIS MEASURING 
MODE

RADIUS MEASUREMENT DIAMETER COMPARISON REAL VIEW TOOL 
INSPECTION MODE

Control panel Screen shot

Image of selected
machine

Z value (height)

Viewing field

Tool profile

Measurement mode
selection

Tool geometry data

Real View

X value (radius)

Alignment
arrows

Origin 
selection

Measurement
tools icone

Geometric
tools icons

Salvataggio  dat i
su  supporto  removib i le

Trasmiss ioni  dat i  post  processor LAN
Rete Az iendale

Stampante
et ichet te  Dymo

Remote
te leserv ice

LAN - Company 
Network

Post processor data transmission

Data backup on
external memory

Dymo label 
printer
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TECHNICAL FEATURES
- Excellent price/quality relationship
- Considerable cutback of tooling-up times, 

no waste of material
- 4 machine origins
- It measures all types of tools
- Battery powered – no need of electrical plug
- Large display easy to read
- One touch conversion mm/inch
- Interchangeable cone holders 

(ISO, HSK, VDI, arbors)
Measurement detection: Precision magnetic strip 

Item                                   
T. SFERA-P368

The Preset P368LR is a precision tool setting instrument, easy and quick to use, especially designed to meet the requirements of the NC machine ope-
rators. It is mainly used in the wood, metal and glass working field where there is a constant need to set or adjust the tools.
The Preset P368LR measures both the radius/diameter and the length/height of the tools. Working with different tool holders or various machines can be
possible by setting up to 4 origins. The measures shown in the display can be set directly in the machine and the production quickly starts again.

PRE SET P368LR

Item Measuring range
PRE-SET P368LR H 300 mm - ∆ 250 mm
PRE-SET P368LR/HSK63F H 300 mm - ∆ 250 mm

Axis Z
Slide guide in anti-friction
material.

No. 2 displays with big numbers are
connected to the magnetic strips for
measurements detection of axis X
and Z.

Height measurement
The P368 is a very solid preset-
ter designed to make tool height
measurement very simple and
always accurate.

Diameter measurement 
The P368 has a solid base and
provides smooth and accurate
linear movements. The tool
radius/diameter is always precise.

Spherical feeler for shaped
cutters (Optional)

Axis X
Preloaded recirculating
ball-bearing guides.

SPARE CONE-HOLDERS
The preset P368LR is supplied with a cone-holder (ISO30, 
ISO40, ISO50) on your choice. 
The Preset P368LR/HSK63F is supplied with an HSK63F cone 
holder included. Other cone-holders can also be purchased later.

P368

LR

Dimensions

A 410-P 150-H 540 mm

Weight

12 kg

Power
2 AA Batteries
each display
(included)

CRATE
P368

LR

Dimensions

A 610-P 485-H 210 mm

Weight

15,3 kg �
 

!

�

 

!

Item                                   Description
PRE-SET BL.ISO 30         for tool holders  ISO 30
PRE-SET BL.ISO 40         for tool holders  ISO 40
PRE-SET BL.ISO 50         for tool holders  ISO 50
PRE-SET BL.HSK 63F      for tool holders  HSK 63F/D/B
PRE-SET BL.HSK 63A     for tool holders  HSK 63A/C/E
PRE-SET BL.HSK 80A     for tool holders  HSK 80
PRE-SET BL.30x130        with arbor  L=130, for tools with bore d= 30
PRE-SET BL.30x300        with arbor  L=300, for tools with bore d= 30
PRE-SET BL.35x130        with arbor  L=130, for tools with bore d= 35
PRE-SET BL.35x300        with arbor  L=300, for tools with bore d= 35
PRE-SET BL.40x130        with arbor  L=130, for tools with bore d= 40
PRE-SET BL.40x300        with arbor  L=300, for tools with bore d= 40
PRE-SET BL.50x130        with arbor  L=130, for tools with bore d= 50
PRE-SET BL.50x300        with arbor  L=300, for tools with bore d= 50
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Item                                   
T. SFERA-P368

Spherical feeler for shaped
cutters (Optional)

 
         

     
        

        r.

P368

XL

Dimensions

A 490-P 200-H 580 mm

Weight

33 kg

Power
2 AA Batteries
each display
(included)

CRATE
P368

XL

Dimensions

A 700-P 570-H 380 mm

Weight

40 kg �
 

!

�

 

!

The preset P368XL is supplied with a cone-holder (ISO30,
ISO40, ISO50) on your choice.  Other cone-holders can also be
purchased later.

Item                                   Description
PRE-SET BL.ISO 30         for tool holders  ISO 30
PRE-SET BL.ISO 40         for tool holders  ISO 40
PRE-SET BL.ISO 50         for tool holders  ISO 50
PRE-SET BL.HSK 63F      for tool holders  HSK 63F/D/B
PRE-SET BL.HSK 63A     for tool holders  HSK 63A/C/E
PRE-SET BL.HSK 80A     for tool holders  HSK 80
PRE-SET BL.30x130        with arbor  L=130, for tools with bore d= 30
PRE-SET BL.30x300        with arbor  L=300, for tools with bore d= 30
PRE-SET BL.35x130        with arbor  L=130, for tools with bore d= 35
PRE-SET BL.35x300        with arbor  L=300, for tools with bore d= 35
PRE-SET BL.40x130        with arbor  L=130, for tools with bore d= 40
PRE-SET BL.40x300        with arbor  L=300, for tools with bore d= 40
PRE-SET BL.50x130        with arbor  L=130, for tools with bore d= 50
PRE-SET BL.50x300        with arbor  L=300, for tools with bore d= 50

SPARE CONE-HOLDERS

The Preset P368 is a precise instrument, easy and quick to use: these characteristics have been especially designed to meet the requirements of the NC
machine operator. It is used in the wood, metal and glass machining industries where the tools must be pre-set or adjusted. 
The Preset P368XL, can be used for both measuring lengths and radius of the tools.
The Preset P368XL is necessary when working with tools with diameter up to 400 mm.

TECHNICAL FEATURES
- Excellent price/quality relationship
- Considerable cutback of tooling-up times, 

no waste of material
- 4 machine origins
- It measures all types of tools
- Battery powered – no need of electrical plug
- Large display easy to read
- One touch conversion mm/inch
- Interchangeable cone holders 

(ISO, HSK, VDI, arbors)
Measurement detection: Precision magnetic strip 

PRE SET P368XL

Item Measuring range
PRE-SET P368XL H 300 mm - ∆ 400 mm

Height measurement
The P368 is a very solid preset-
ter designed to make tool height
measurement very simple and
always accurate.

Diameter measurement 
The P368 has a solid base and
provides smooth and accurate
linear movements. The tool
radius/diameter is always precise.

Axis Z
Slide guide in anti-friction
material.

Axis X
Preloaded recirculating
ball-bearing guides.

No. 2 displays with big numbers are
connected to the magnetic strips for
measurements detection of axis X
and Z.
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The right instruments for measuring angles

PRECISE
STURDY
VERSATILE
LIGHT
HANDY
SIMPLE

ANGOLFAST

Examples of use

Angolfast 70S with reference shoulder for easier outlining.

These in brief are the characteristics of
this instrument, useful for:

INTERIOR DECORATORS 
KITCHEN UNIT MANUFACTURERS

FRAME INSTALLERS
BRICKLAYERS 
CARPENTERS

SMITHS
SURVEYORS 
ARCHITECTS

Item Dimension
ANGOLFAST 45 450 mm
ANGOLFAST 70 700 mm

ANGOLFAST 70S 700 mm with reference shoulder

Angolfast is made of anodized aluminium, so it is very sturdy 
but at the same time light and easy to use. 
It features a shockproof spirit-level and can measure 
inner angles between 20-135°.
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Modern panel working production technologies have made indispensable the use of appropriate measuring instruments sufficiently
precise to achieve high quality standards. The line of gauges shown below has been designed to meet all woodworking measurement
needs and these gauges are commonly used even in the working of aluminium, glass and sheet metals.
All the gauges are made of chromium-plate steel with inscribed scale and coloured black;  PRECISION of 0,1 mm.

GAUGES

GAUGE FOR LINEAR MEASUREMENTS
ART.    C.LIN

Suitable for measuring wood panel widths and lengths, 
but also for glass, aluminium profiles and sheet metal.

Item                                                                             Measuring range
C.LIN.0500                                                                  0÷500
C.LIN.0750                                                                  0÷750
C.LIN.1000                                                                  0÷1000
C.LIN.1500                                                                  0÷1500
C.LIN.2000                                                                  0÷2000
C.LIN.2500                                                                  0÷2500
C.LIN.3200                                                                  0÷3200

GAUGE FOR LINEAR MEASUREMENTS WITH STEEL PLATES
ART.    C.LIN.PA

Suitable for measuring widths and lengths in glass, 
aluminium and sheet metal items.

Plates in TIN coated high resistance steel.

Item                                                                             Measuring range
C.LIN.PA0500                                                             0÷500
C.LIN.PA0750                                                             0÷750
C.LIN.PA1000                                                             0÷1000
C.LIN.PA1500                                                             0÷1500
C.LIN.PA2000                                                             0÷2000
C.LIN.PA2500                                                             0÷2500
C.LIN.PA3200                                                             0÷3200

Steel plates

47
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Suitable for the production of drawers, it features a 
semi-fixed slider and two moving sliders with V-90° pin.

GAUGE FOR 90° V-FOLD CUTS
ART.    C.INV

Item                                                                             Measuring range
C.INV1000                                                                   550÷0÷1000
C.INV1500                                                                   550÷0÷1500
C.INV2000                                                                   550÷0÷2000

Spare parts 
C.CORS.V90°                                                              Spare slider complete with pin

C.PERS.V90°                                                               V-90° pin                                                

GAUGE FOR DISTANCE BETWEEN HOLES
ART.    C.INT

Practically indispensable for correctly measuring the distance from the
edge of the panel to the centre of holes or the centre distance between
one hole and another. 
Supplied with one semi-fixed slider and two moving sliders with dia. 8 pin.

Item                                                                             Measuring range
C.INT0500                                                                   0÷500
C.INT0750                                                                   0÷750
C.INT1000                                                                   0÷1000
C.INT1500                                                                   0÷1500
C.INT2000                                                                   0÷2000
C.INT2500                                                                   0÷2500
C.INT3200                                                                   0÷3200

Spare parts
C.CORS.PER Spare slider complete with pin

C.PER.0415                      Conical pin for dia. 4 - dia. 15 holes

C.PERNO.03                     For hole  ∆ 3
C.PERNO.04                     For hole  ∆ 4
C.PERNO.05                     For hole  ∆ 5
C.PERNO.06                     For hole  ∆ 6
C.PERNO.07                     For hole  ∆ 7
C.PERNO.08                     For hole  ∆ 8
C.PERNO.09                     For hole  ∆ 9
C.PERNO.10                     For hole  ∆ 10
C.PERNO.12                     For hole  ∆ 12

C.PERNO.14                     For hole  ∆ 14
C.PERNO.15                     For hole  ∆ 15
C.PERNO.16                     For hole  ∆ 16
C.PERNO.18                     For hole  ∆ 18
C.PERNO.20                     For hole  ∆ 20
C.PERNO.25                     For hole  ∆ 25
C.PERNO.26                     For hole  ∆ 26
C.PERNO.30                     For hole  ∆ 30
C.PERNO.35                     For hole  ∆ 35
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GAUGE FOR INSIDE/OUTSIDE MEASURING
ART.    C.LIE

Item                                                                             Measuring range
C.LIE0500                                                                    0÷500
C.LIE0750                                                                    0÷750
C.LIE1000                                                                    0÷1000
C.LIE1500                                                                    0÷1500
C.LIE2000                                                                    0÷2000
C.LIE2500                                                                    0÷2500
C.LIE3200                                                                    0÷3200

GAUGE FOR INSIDE/OUTSIDE MEASURING WITH STEEL PLATES
ART.    C.LIE.PA

Item                                                                             Measuring range
C.LIE.PA0500                                                              0÷500
C.LIE.PA0750                                                              0÷750
C.LIE.PA1000                                                              0÷1000
C.LIE.PA1500                                                              0÷1500
C.LIE.PA2000                                                              0÷2000
C.LIE.PA2500                                                              0÷2500
C.LIE.PA3200                                                              0÷3200

Steel plates

Suitable for measuring big dimension openings (min. 50 mm) on wood
panels and frames. For inside measurings mm 50 is to be added.

Suitable for measuring big dimension openings 
(min. 50 mm) on glass, alu, metal and PVC items.

Plates in TIN coated high resistance steel.
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GAUGE FOR LINEAR MEASUREMENTS AND DISTANCE BETWEEN CENTRES
ART.    C.LIN.PI

Item                                                                             Measuring range
C.LIN.PI0500                                                               0÷500
C.LIN.PI0750                                                               0÷750
C.LIN.PI1000                                                               0÷1000
C.LIN.PI1500                                                               0÷1500
C.LIN.PI2000                                                               0÷2000
C.LIN.PI2500                                                               0÷2500
C.LIN.PI3200                                                               0÷3200

Spare parts 
C.PER.1415                                                                 Conical pin for dia. 4 ÷ 15 holes 

GAUGE FOR LINEAR MEASUREMENTS, DISTANCE FROM THE CENTRES OF THE HOLE 
TO THE EDGE OF THE PANEL
ART.    C.LIN.PB

The length is read directly on the graduated scale, the hole distance
is obtained by adding 20 mm to the value read on the scale. 
Two pins are supplied as standard 
(one tapered of ∆ 4/∆ 15 mm and one as stop).
With the left pin the distance between the edge of the panel and the
centre of the hole can be measured.

Stop pin Conical pin

Conical pin

Item                                                                             Measuring range
C.LIN.PB0500                                                             0÷500
C.LIN.PB0750                                                             0÷750
C.LIN.PB1000                                                             0÷1000
C.LIN.PB1500                                                             0÷1500
C.LIN.PB2000                                                             0÷2000
C.LIN.PB2500                                                             0÷2500
C.LIN.PB3200                                                             0÷3200

Spare parts 
C.PER.1415                                                                 Conical pin for dia. 4 ÷ 15 holes 

C.PER.B12                                                                   Stop pin

The length is read directly on the graduated scale, the hole distance
is obtained by adding 20 mm to the value read on the scale. 
Two tapered pins are supplied as standard ∆ 4 /∆ 15 mm.
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GAUGE FOR LINEAR MEASUREMENTS, WITH LONG JAWS
ART.    C.LIN.L

Item                                                                             Measuring range
C.LIN.L0500                                                                0÷500
C.LIN.L0750                                                                0÷750
C.LIN.L1000                                                                0÷1000
C.LIN.L1500                                                                0÷1500
C.LIN.L2000                                                                0÷2000
C.LIN.L2500                                                                0÷2500
C.LIN.L3200                                                                0÷3200

GAUGE FOR LINEAR MEASUREMENTS, WITH LONG JAWS AND STEEL PLATES
ART.    C.LIN.L.PA

Item                                                                             Measuring range
C.LIN.L.PA0500                                                          0÷500
C.LIN.L.PA0750                                                          0÷750
C.LIN.L.PA1000                                                          0÷1000
C.LIN.L.PA1500                                                          0÷1500
C.LIN.L.PA2000                                                          0÷2000
C.LIN.L.PA2500                                                          0÷2500
C.LIN.L.PA3200                                                          0÷3200

Steel plates

Suitable for measuring width and lenght of wood panel 
JAW LENGTH 97 mm.

Suitable for measuring the width and length of glass and aluminium
items and when cutting sheet metal.
JAW LENGTH 97 mm.

Plates in TIN coated high resistance steel.
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GAUGE FOR 45° CUTS
ART.    C.L45

Item                                                                             Measuring range
C.L45.0500                                                                   80÷500
C.L45.0750                                                                   80÷750
C.L45.1000                                                                   80÷1000
C.L45.1500                                                                   80÷1500
C.L45.2000                                                                   80÷2000
C.L45.2500                                                                   80÷2500
C.L45.3200                                                                   80÷3200

GAUGE FOR DIAGONAL AND OUT OF SQUARE MEASUREMENTS
ART.    C.LIN.D

Item                                                                             Measuring range
C.LIN.D.0500                                                               0÷500
C.LIN.D.0750                                                               0÷750
C.LIN.D.1000                                                               0÷1000
C.LIN.D.1500                                                               0÷1500
C.LIN.D.2000                                                               0÷2000
C.LIN.D.2500                                                               0÷2500
C.LIN.D.3200                                                               0÷3200

Spare parts
C.DIS.040                                                                    D=40 - 90° cut - Reference steel disc 
                                                                                     

2 reference steel 
discs included

Suitable for the production of frames, sashes and other 
components with 45° angles. 
Minimum measurable length - 80mm.

Suitable for measuring the out of square
of a panel or any diagonal  line
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OPTICAL LENS
ART.    C.LETTORE

Item                                                                             Dimensions
C.LETTORE                                                                 ∆ 50

GAUGE CASE
ART.    AST.CAL

Item                                                                             Dimensions
AST.CAL.                                                                    800X150

CALIBRATION CERTIFICATE
ART.    CERT.

On request, all gauges can be supplied with our calibration certificate
which certifies the accuracy every 100 mm. 
The gauges are tested using certified gauge blocks.

Item                                                                             Gauge measuring range
CERT.0500                                                                   500
CERT.0750                                                                   750
CERT.1000                                                                   1000
CERT.1500                                                                   1500
CERT.2000                                                                   2000
CERT.2500                                                                   2500
CERT.3200                                                                   3200

Magnifying glass used to improve the evaluation of the scale in case of reading
from a distance. 
Made of anodized aluminium dia. 50 mm, it can be used with any gauge.

Very useful for protecting the gauge 
when this is not in use or for transport. 
Made of wood.
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The Digit + digital gauges have been designed and developed to meet the need to take as quickly as possible the measurements of
the dimensions of the panels in the production units.
Thanks to digital technology and to the large and easy to use display, the subjectivity of the operator is bypassed and the maximum
precision is ensured.
All Digit + can be supplied on request with centesimal resolution (0.01 mm) and / or serial output.

GAUGES DIGIT +

GAUGES FOR LINEAR MEASUREMENTS
ART.    DIGIT950

- Resolution 0,1 mm
- Light, precise and easy to use
- Battery powered (1 battery 1,5 V type AA)
- Measuring system by magnetic strip our production
- Display functions:
- absolute/relative
- selection of measuring mode
- programmable automatic shutdown 
- mm/inches conversion
- large display for easy reading

- Bars and jaws are made of anodized aluminium with 500 HV hardness 
on the surface

- Resolution 0,1 mm
- Light, precise and easy to use
- Battery powered (1 battery 1,5 V type AA)
- Measuring system by magnetic strip our production
- Display functions:
- absolute/relative
- selection of measuring mode
- programmable automatic shutdown 
- mm/inches conversion
- large display for easy reading

- Bars and jaws are made of anodized aluminium with 500 HV hardness 
on the surface

Optional kit: two pins (∆4-15) for measuring distance between holes 
+ reference jig for measuring distance between hole and edge of the
panel.

Item                                                                             Measuring range
DIGIT950.0500                                                            0÷500
DIGIT950.0750                                                            0÷750
DIGIT950.1000                                                            0÷1000
DIGIT950.1500                                                            0÷1500
DIGIT950.2000                                                            0÷2000
DIGIT950.2500                                                            0÷2500
DIGIT950.3100                                                            0÷3100

GAUGES FOR LINEAR-INSIDE/OUTSIDE MEASUREMENTS
ART.    DIGIT955

Item                                                                             Measuring range
DIGIT955.0500                                                            0÷500
DIGIT955.0750                                                            0÷750
DIGIT955.1000                                                            0÷1000
DIGIT955.1500                                                            0÷1500
DIGIT955.2000                                                            0÷2000
DIGIT955.2500                                                            0÷2500
DIGIT955.3100                                                            0÷3100                                                    

60

60
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GAUGE FOR 45° CUTS
ART.    DIGIT991

Item                                                                             Measuring range
DIGIT991.0750                                                            0÷750
DIGIT991.1000                                                            0÷1000
DIGIT991.1500                                                            0÷1500
DIGIT991.2000                                                            0÷2000
DIGIT991.2500                                                            0÷2500
DIGIT991.3100                                                            0÷3100                              

GAUGE FOR LINEAR, INSIDE/OUTSIDE, DISTANCE BETWEEN HOLES, OUT OF SQUARE ANGLES MEASUREMENTS
ART.    DIGIT990

- Resolution 0,1 mm
- Light, precise and easy to use
- Battery powered (1 battery 1,5 V type AA)
- Measuring system by magnetic strip our production
- Display functions:
- absolute/relative
- selection of measuring mode
- programmable automatic shutdown 
- mm/inches conversion
- large display for easy reading

- Bars and jaws are made of anodized aluminium with 500 HV hardness 
on the surface

Complete with no° two pins (∆4-15) for measuring distance between
holes + reference jig for measuring distance between hole and edge 
of the panel.

- Resolution 0,1 mm
- Light, precise and easy to use
- Battery powered (1 battery 1,5 V type AA)
- Measuring system by magnetic strip our production
- Display functions:
- absolute/relative
- selection of measuring mode
- programmable automatic shutdown 
- mm/inches conversion
- large display for easy reading

- Bars and jaws are made of anodized aluminium with 500 HV hardness
on the surface

Suitable for the production of frames, sashes and other 
components with 45° angles. 
Minimum measurable length - 80mm.

Item                                                                             Measuring range
DIGIT990.0500                                                            0÷500
DIGIT990.0750                                                            0÷750
DIGIT990.1000                                                            0÷1000
DIGIT990.1500                                                            0÷1500
DIGIT990.2000                                                            0÷2000
DIGIT990.2500                                                            0÷2500
DIGIT990.3100                                                            0÷3100

Spare parts 
C.PER.1415                                                                 Conical pin for dia. 4 ÷ 15 holes 

60



GAUGE FOR LINEAR, INSIDE/OUTSIDE, DISTANCE BETWEEN HOLES, OUT OF SQUARE ANGLES MEASUREMENTS
DIGIT992

Item                                                                             Measuring range
DIGIT992.1000                                                            0÷1000
DIGIT992.1500                                                            0÷1500
DIGIT992.2000                                                            0÷2000
DIGIT992.2500                                                            0÷2500
DIGIT992.3100                                                            0÷3100

Spare parts
C.DIS.040                                                                    D=40 - 90° cut - Reference steel disc (included) 

C.PER.1415                                                                 Conical pin for dia. 4 ÷ 15 holes  (not included) 
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2 reference steel 
discs included

- Resolution 0,1 mm
- Light, precise and easy to use
- Battery powered (1 battery 1,5 V type AA)
- Measuring system by magnetic strip our production
- Display functions:
- absolute/relative
- selection of measuring mode
- programmable automatic shutdown 
- mm/inches conversion
- large display for easy reading

visit our website
www.sistemiklein.com



           

   
      
        
       
  
 
    
    
  
     

Item Measuring range B
DIGIT980.1000 0÷1000 100
DIGIT980.1500 0÷1500 100
DIGIT980.2000 0÷2000 100
DIGIT980.2500 0÷2500 100
DIGIT980.3100 0÷3100 100

DIGIT985.1000 0÷1000 150
DIGIT985.1500 0÷1500 150
DIGIT985.2000 0÷2000 150
DIGIT985.2500 0÷2500 150
DIGIT985.3100 0÷3100 150

Item Measuring range B
DIGIT986.1000 0÷1000 200
DIGIT986.1500 0÷1500 200
DIGIT986.2000 0÷2000 200
DIGIT986.2500 0÷2500 200
DIGIT986.3100 0÷3100 200

DIGIT987.1000 0÷1000 300
DIGIT987.1500 0÷1500 300
DIGIT987.2000 0÷2000 300
DIGIT987.2500 0÷2500 300
DIGIT987.3100 0÷3100 300

GAUGE FOR LINEAR MEASUREMENTS WITH LONG JAWS AND STEEL PLATES
ART.    DIGIT980/985/986/987

B

GAUGE WITH NONIUS FOR LINEAR-INSIDE/OUTSIDE MEASUREMENTS WITH LONG JAWS AND STEEL PLATES 
ART.    C.LIE.L.PA

Item Measuring range B
C.LIE.L.PA.1000.100 0÷1000 100
C.LIE.L.PA.1500.100 0÷1500 100
C.LIE.L.PA.2000.100 0÷2000 100
C.LIE.L.PA.2500.100 0÷2500 100
C.LIE.L.PA.3100.100 0÷3100 100

C.LIE.L.PA.1000.150 0÷1000 150
C.LIE.L.PA.1500.150 0÷1500 150
C.LIE.L.PA.2000.150 0÷2000 150
C.LIE.L.PA.2500.150 0÷2500 150
C.LIE.L.PA.3100.150 0÷3100 150

Item Measuring range B
C.LIE.L.PA.1000.200 0÷1000 200
C.LIE.L.PA.1500.200 0÷1500 200
C.LIE.L.PA.2000.200 0÷2000 200
C.LIE.L.PA.2500.200 0÷2500 200
C.LIE.L.PA.3100.200 0÷3100 200

C.LIE.L.PA.1000.300 0÷1000 300
C.LIE.L.PA.1500.300 0÷1500 300
C.LIE.L.PA.2000.300 0÷2000 300
C.LIE.L.PA.2500.300 0÷2500 300
C.LIE.L.PA.3100.300 0÷3100 300

B
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- Resolution 0,1 mm 
- Light-weight but at the same time rigid and accurate 
- Battery-powered (nr. 1 Battery 1,5 type AA) 
- Measuring system by magnetic strip our production
- Main display features: absolute/relative measuring,  
selection of measuring mode, programmable automatic shutdown, 
mm/inch conversion, large numbers display for easy reading.

- STEEL PLATES
- JAWS WITH LIGHTENING HOLES

- Resolution 0,1 mm 
- Light, precise and easy to use
- Suitable for measuring glass , aluminum, metal or PVC items
- Also fit for measuring parts in the metalworking industry

- STEEL PLATES
- JAWS WITH LIGHTENING HOLES

  



GAUGE WITH WIRELESS CONNECTION FOR LINEAR MEASUREMENTS
ART.    DIGIT950

The DIGIT+ RF have a sender integrated in the caliper 
and a separate Master for receiving the data appearing on the 
display of the digital caliper and sent via radio frequency.

The Receiver must be connected to a Computer or 
any device able to process an ASCII string via RS232.
In open space the transmission distance is apprx. 50 meters. 

The DIGIT+ RF have a sender integrated in the caliper 
and a separate Master for receiving the data appearing on the 
display of the digital caliper and sent via radio frequency.

The Receiver must be connected to a Computer or 
any device able to process an ASCII string via RS232.
In open space the transmission distance is apprx. 50 meters. 

Item                                                                             Measuring range
DIGIT950.1000RF                                                       0÷1000
DIGIT950.1500RF                                                       0÷1500
DIGIT950.2000RF                                                       0÷2000
DIGIT950.2500RF                                                       0÷2500
DIGIT950.3100RF                                                       0÷3100
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GAUGE WITH WIRELESS CONNECTION FOR LINEAR, INSIDE/OUTSIDE, DISTANCE BETWEEN HOLES,
OUT OF SQUARE ANGLES MEASUREMENTS
ART.    DIGIT990

Item                                                                             Measuring range
DIGIT990.1000RF                                               0÷1000
DIGIT990.1500RF                                               0÷1500
DIGIT990.2000RF                                               0÷2000
DIGIT990.2500RF                                               0÷2500
DIGIT990.3100RF                                               0÷3100
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A fast and accurate system which allows reading of measurements directly on the M10 display. It is extremely easy to apply – just fix the magnetic
strip on a suitable surface of the machine with double-sided adhesive tape and fit the display with the sensor on the movable part. When movement
is made, the display indicates the position with respect to a machine reference. The measuring system can be used on PANEL SIZING MACHINES,
ROLLER BEDS FOR MITRE SAWS, BORING MACHINES, CIRCULAR SAWS etc.

MAGNETIC STRIP MEASURING SYSTEM

MAIN CHARACTERISTICS
• M10 display dimensions: 96x72x27 mm
• battery-powered with 1.5V AA type battery with a 12-month life
• system accuracy: 0.1 mm
• 5 incremental counting
• 5 programmable offsets
• programmable zero point
• battery check
• self diagnostic in real-time
• wide installation tolerances
• parameters stored in permanent memory
• battery voltage control shown on the display
• multifunction LCD display
• 4-key display keypad
• operating temperature: 5° - 60ºC
• storage temperature: -20° - 70ºC
• max. humidity: 95% (condensation not permitted)
• magnetic strip: 10x2 mm
• type of magnetic strip: MT500
• distance between magnetic strip and sensor: max. 2.5 mm

Item Dimension
K.M.1000 Magnetic strip length 1000 mm
K.M.1500  Magnetic strip length 1500 mm
K.M.2000 Magnetic strip length 2000 mm
K.M.3000 Magnetic strip length 3000 mm
K.M.4500 Magnetic strip length 4500 mm

Application on panel sizing machines for squaring cuts

Sensor

Magnetic strip

Display M10 The magnetic strip measuring system  is supplied in kits, they 
are composed of:
- M10 display with 0.5 m cable
- Sensor
- Magnetic strip (with double-sided tape)
- 2 AA type batteries
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For modern panel production for the furniture industry, adequate quality control is indispensable.During the production, to set up the manufacturing
machines, at the end of the work shift for quality control, on acceptance of semi-finished products from third parties and for product certification, the
electronic work station ensures the quality of your products and cuts machine stops and the time taken for assembly, there by increasing productivity. 

ELECTRONIC WORK STATION

THANKS TO THIS WORK STATION YOU CAN CHECK
Panel dimensions
Out of square angles
Distances between hole centres
Parallelism and orthogonality between holes
Depth of vertical and horizontal holes
Dimension of grooves on panels
Profiles on shaped panels
Possibility of zero-setting to left and right

The electronic workstation is a real “quality control station” able to check almost all dimensions on the length, width and thickness of the panel.
The tolerance of max. 0,1mm mistake on the whole device surface is guaranteed.
First quality components as well as highly automated processing cycle ensure the extreme precision of the workstation.
Last production step consists in the complete and scrupulous inspection effected also using certified  block gauges.
The electronic workstation can also operate in dusty environment.

Execution with 6-position revolver to speed up feeler pin change

Blocking system by means of  2 vacuum units
Useful when small panels are measured (optional)

Item Description
BCE 25 Y10-R dimensions 2.500 mm x 1.000 mm - panel thickness 55 mm - precision 0,1 mm with 6-position revolver
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SOFTWARE (optional)
For a rational use of the electronic workstation , a special software program has been developed to suit the requirements of modern furniture pro-
duction and semi-finished products.
Completely worked out at M.Conti in collaboration with expert computer engineers and advise from important manufacturing companies, the softwa-
re has been developed considering and trying to solve all producers’ requirements.

Using the software program we can visualize the measuring taken on
the display and compare them with those requested  thus detecting any
mistake in production  or out of tolerance dimension
A final report showing the measures taken can be printed, stored or
attached to the production batch.

SOFTWARE SPECIFICATION
1) To check and compare a finished piece, 
or a CAD execution of the piece.
The elements which can be measured are:
1. Panel squaring
2. Vertical holes
3. Horizontal holes
4. Cuts
5. Relative distances

2) Graphic mode:
To digitise a sample piece and create a DXF file.
Necessary if you need to check the dimensions of a sample curves
panel and save them in a DXF file in order to modify it with every
CAD program

Item                                   Description
AS1500201                       software program
SPP040077                       Z-axis
SPP040079                       panel hold down system
SPP040107                       additional vacuum unit
SPP040080                       6 adapters revolver
AS1500224                       higher side stop

OPTIONAL FEATURES 

Side stop, 
longer execution 
(optional )




